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The shower toilet has been developed and produced with the utmost care and a keen eye for detail. If you heed a few easy-to-follow 

cleaning instructions, the quality and aesthetics of your shower toilet will continue to impress you every day.

C L E A N I N G R E C O M M E N DAT I O N

C l ea n i n g i nte r va l C l ea n i n g ste p s

Regularly – Wipe off drops of water with a soft, dry cloth (cotton, not microfibre).

Weekly/monthly – Wipe all surfaces and corners thoroughly with a soft, damp cloth (cotton, not microfibre)

and a gentle liquid detergent.

– Inspect the spray arm for signs of scale.

Every 120 days – Run the descaling programme.

CLEANING AND CARE

D E S CA L I N G I N D I CATO R

Every 120 days, the night light lights up red to remind you that all water-bearing parts need to 

be descaled.

If the night light indicator remains red after descaling is complete, please reset the system to 

reset the indicator.

Resetting the red night light indicator (system reset)

1. Hold down Stop and simultaneously press the temperature button

until the LED display starts to flash slowly.  

> The AXENT logo now lights up continuously, which means that you are in setting mode.

2. To reset the system, press and hold Temperature and press Water Volume  once.

> Stop  flashes three times to indicate a successful reset. 

> The settings of the remote control and the appliance are now reset to the factory

settings.
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CLEANING AND CARE

D E S CA L I N G P R O G R A M M E

Night light lights up red – it's time to descale your shower toilet.

In a container, mix 125 ml of liquid descaler from the brand Durgol® swiss espresso® with 75 ml of 

water.

Activating settings mode

1. Hold down Stop and simultaneously press the temperature button  

until the LED display starts to flash slowly.  

> The AXENT logo now lights up continuously, which means that you are in setting mode.

Starting the descaling programme

2. Press Water Volume . You can now put the remote control aside 

> The process starts and the water system is fully emptied. 

> The spray arm extends without spraying any water.

3. Immerse the spray arm in the container of liquid descaler. 

> The liquid is absorbed.  

> The spray arm moves back to its starting position. 

4. You can put the empty container to one side. The circulation process begins. 

> The liquid descaler circulates in the water-carrying parts to break down the limescale, 

    and is then rinsed out automatically.  

> The entire water system is rinsed six times with fresh water, which takes approx.  

    6 minutes. The night light flashes slowly during the process.

5. If the night light indicator remains red after descaling is complete, please reset (page 14) 

the system to reset the indicator.

Do not interrupt the descaling programme once it has started. 

C L E A N I N G T H E S P R AY A R M

The stainless steel spray arm should be cleaned at regular intervals.

1. Activate the setting mode on the remote control (according to page 10). 

2. Press Spray Arm Position .

3. The spray arm extends without spraying any water. 

4. Clean the spray arm with a soft cloth (cotton, not microfibre) or a soft brush, without 

exerting any pressure.

5. To finish, press Spray Arm Position  or Stop . 

The spray arm moves back to its starting position.



4

16 EN

CLEANING AND CARE

C L E A N I N G I N S T R U C T I O N S C E R A M I C

Under no circumstances should you use harsh or abrasive cleaning substances such as 

abrasive cream cleansers, scouring powder or drain cleaner on your ceramic surfaces. Also 

avoid using steam cleaners and hard, abrasive sponges. Please bear in mind that hair colouring 

products can reduce the effectiveness of AXENT Easy Clean.

If you follow this guidance then you should remain satisfied with the performance of AXENT 

Easy Clean for many years. Recommended cleaners for sanitary ceramic surfaces with 

AXENT Easy Clean finish. The use of acidic cleaners with a pH value between 1 and 4 is highly 

recommended. Cleaners with a pH value in the neutral range (5 to 8) are not always suitable. 

We strongly advise against using either weak or strong alkaline cleaners, i.e. substances with 

pH values from 9 to 12.

C L E A N I N G I N S T R U C T I O N S S E AT, L I D A N D R E A R C OV E R

To continue enjoying your toilet seat and lid for as long as possible, please follow these care tips.

Clean them regularly and promptly to prevent stubborn mineral stains.

Clean surfaces thoroughly with a soft cloth (cotton, not microfibre). 

 – Use clear, warm water, and a bit of gentle detergent to remove heavier soiling.

 – Do not use spray cleaners or microfibre cloths.

 – Leave the toilet seat and lid open while the detergent acts on ceramic surfaces. 

 – Do not use detergents that foam or contain chlorine. 

The seat of the AXENT.ZERO contains electronics, therefore do not immerse  

or rinse in water! 

C L E A N I N G T H E R E M OT E C O N T R O L

Wipe the remote control with a soft cloth (cotton, not microfibre).



AXENT International AG

info@axentbath.ch
www.axentbath.ch C
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